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EXAMPLE OF PART NUMBER

M590563 d N

T__l

MS NUMBER DASH FINISH
NUMBER (SEE NOTE )

SUPERSESSION DATA:
MS part number M590563-3 is superseded by MS part number MS90563-3C.
MS part number M590563-4 is superseded by MS part number MS550563-4C.

NOTES:
1. Dimensions are in inches.
2. Metric equivalents are given for general information only and are based upon 1.00 inch = 25.4 m,
3. Metric equivalents are in parentheses.
4. Unless otherwise specified, tolerances are #.010 (.25 mm) for three place decimals and +.02
(.5'mm) for two place decimals.
5. Finish shall be designated by tne letter C (conductive) or N (non-conductive).
6. Chain shall move freely on protective cap after assembly.
7. Chain shal) be passivated stainless steel in accordance with type 11, class 3, trade number 8 of

RR-C-271 for -1, -3 and -4, and type I1I, class 3, trade number 35 of RR-C-271 for -7, -3 and
-11. Chain shall be within one link of length specified.

8. D clearance to accommodate screw size indicated. Clearance hole may be rounded and enlarged by
the use of a drift pin.

9. Optional design chain: Chain may be reversed and a larger 1ink provided as a reverse link to
provide the necessary D clearance hole. )

10, Referenced documents shall be of the issue in effect on date of invitation for bid.

11. For design feature purposes, this standard takes precedence over procurement documents
referenced herein. :
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